Abstract: Selective laser melting (SLM) has been used in many fields recently, especially in the aerospace field. Many studies have been done on mechanical properties of the printed parts, but the dimension accuracy of the inner structure received little attention during these years. In this work, the dimension accuracy of the inner structure was measured and compared using different scanning strategies. Compared with the measured data, a new scanning strategy was used and finds that the dimension accuracy was better than the previous one that used a two-scanning strategy. To explain this phenomenon, finite element analysis (FEA) was used to show the temperature distribution after a 0.1 s cooling using two different scanning strategies, which caused the dimensional deviation in printing.
Introduction
Additive manufacturing (AM), which is known as three-dimensional printing, has drawn increasing attention in recent years. The complete manufacturing process begins in a computer. The designer draws a 3D computer aided design (CAD) model on the computer and imports this file to the software of the three dimensional printer. Then the 3D CAD file is sliced into layers in the software and converts into an STL format file. The software delivers the relative information about layers to the 3D printer and controls the laser melting the power on the specific area accordingly. When one layer finishes, the work plate moves down by one layer height and the powder paves the layer by the feeder system. This whole process will be repeated until printing out the product.
From the illustration of the printing process, it can be easily found that AM has quite a lot of advantages compared to a traditional manufacturing method. First, it is easier to control. Methods like milling, grinding, and planning are no longer needed. With a computer and 3D printer, products can be built directly. Secondly, it is much easier to increase the mechanical property of the printed parts by optimizing the component of the raw material. Third, it saves quite a lot of money since it wastes much less material compared to the traditional methods. Fourth, 3D printing makes it possible to print objects with a complex internal structure and some other advantages, such as being lightweight, saving time, and so on, which are not listed here. Many studies on this technology have been done in recent years. Di Wang et al. [1] fabricated overhanging structures with different inclined angles and designed the thin walls and cylinders with different geometrical dimensions to get the critical inclined angle for The scanning strategy used in this research was shown in Figure 2 . The first scanning strategy was along x-axis and the second scanning strategy was along the y-axis listed in Figure 1a ,b, separately. As for the last scanning strategy, it was a mixture of the previously mentioned scanning strategy. This scanning strategy was modified according to both the thickness of the specimen and one layer thickness. The first part was printing along the x-axis and the second part was printing along y-axis, which is shown in Figure 1c . The scanning strategy used in this research was shown in Figure 2 . The first scanning strategy was along x-axis and the second scanning strategy was along the y-axis listed in Figure 1a ,b, separately. As for the last scanning strategy, it was a mixture of the previously mentioned scanning strategy. This scanning strategy was modified according to both the thickness of the specimen and one layer thickness. The first part was printing along the x-axis and the second part was printing along y-axis, which is shown in Figure 1c . Due to the lack of the design drawing to study the inner structure, a new model was designed with different kinds of structural features, as shown in Figure 2 . The features on the first part (shown in Figure 2b ) were vertical to those on the second part (shown in Figure 2c ). Other information of these features, like dimension, length, and position, were all kept the same in these two parts. The whole design was shown in Figure 2a . Since too many features were printed on the specimen, some were neglected in this work. The square structure was both representative and easy to measure, so they were systematically studied in this work. a b c Due to the lack of the design drawing to study the inner structure, a new model was designed with different kinds of structural features, as shown in Figure 2 . The features on the first part (shown in Figure 2b ) were vertical to those on the second part (shown in Figure 2c ). Other information of these features, like dimension, length, and position, were all kept the same in these two parts. The whole design was shown in Figure 2a . Since too many features were printed on the specimen, some were neglected in this work. The square structure was both representative and easy to measure, so they were systematically studied in this work.
with different kinds of structural features, as shown in Figure 2 . The features on the first part (shown in Figure 2b ) were vertical to those on the second part (shown in Figure 2c ). Other information of these features, like dimension, length, and position, were all kept the same in these two parts. The whole design was shown in Figure 2a . Since too many features were printed on the specimen, some were neglected in this work. The square structure was both representative and easy to measure, so they were systematically studied in this work. a b c Figure 2 . Whole design, the first part of the specimen, and the second part of the specimen shown in (a-c) separately.
The overall performance of the printed specimens were mainly shown using Industrial Computed Tomography (CT), Yxlon FF35 CT, Hamburg, Germany. The X-ray tube used in this research study was FeinFocus®(Stamford, CT, USA) 190 kV nano-focus and selected the QualityScan CT mode. Since the specimen was too thick for laser to penetrate through the side face directly, laser cutting (Bodor S3015, Jinan, China, with laser power 1200W) is also used in this research. Trilinear Coordinates Measuring instrument, Hexagon Metrocogy, RA-7525SEI-4, Sweden and Polyworks (software, 2016) also measured some data to make it more accurate. White light interference profilometry (RTEC MFD-D, San Jose, CA, USA) was also taken to observe the microtopography of the printed parts. A metallurgical microscope (DM2700M, LEICA, Wetzlar, Germany) was used to see the microscopic morphology of the printed parts.
Results and Discussion
The specimens were built by the first two scanning strategies shown in Figure 2a ,b. Since some inner structures in this design sketch were scale animation and some circle features were blocked by the un-melted powder, which were hard to measure the dimension accurately, they were neglected in this research study. The measured positions in this work were shown in Figure 3 . The performance of the inner structure on dimension accuracy was measured in industrial CT. It uses the X-ray to scan the specimen directly. When the X-ray passes through the specimen, the intensity will decrease due to the absorption or scattering of Ti6Al4V. Relevant data was collected and a fitting image was made, as shown in Figure 4 . The overall performance of the printed specimens were mainly shown using Industrial Computed Tomography (CT), Yxlon FF35 CT, Hamburg, Germany. The X-ray tube used in this research study was FeinFocus® (Stamford, CT, USA) 190 kV nano-focus and selected the QualityScan CT mode. Since the specimen was too thick for laser to penetrate through the side face directly, laser cutting (Bodor S3015, Jinan, China, with laser power 1200W) is also used in this research. Trilinear Coordinates Measuring instrument, Hexagon Metrocogy, RA-7525SEI-4, Sweden and Polyworks (software, 2016) also measured some data to make it more accurate. White light interference profilometry (RTEC MFD-D, San Jose, CA, USA) was also taken to observe the microtopography of the printed parts. A metallurgical microscope (DM2700M, LEICA, Wetzlar, Germany) was used to see the microscopic morphology of the printed parts.
The specimens were built by the first two scanning strategies shown in Figure 2a ,b. Since some inner structures in this design sketch were scale animation and some circle features were blocked by the un-melted powder, which were hard to measure the dimension accurately, they were neglected in this research study. The measured positions in this work were shown in Figure 3 . The performance of the inner structure on dimension accuracy was measured in industrial CT. It uses the X-ray to scan the specimen directly. When the X-ray passes through the specimen, the intensity will decrease due to the absorption or scattering of Ti6Al4V. Relevant data was collected and a fitting image was made, as shown in Figure 4 . From Figure 4 , it was quite clear that the deviation between the first part of the first specimen and the design model ranged from 0 to 80 um, which was almost the same as the deviation between the second part of the second specimen and the design model. The deviation of the other two parts was, however, far worse when compared to these two parts. In another word, the first part printed by the first scanning strategy and the second part printed by the second scanning strategy were better compared to two other parts since the deviation between the design model and manufactured specimen of the inner structure was much smaller. To make an intuition comparison, the exact dimension of the two specimens, which were printed by the first two scanning strategies on the first part, was measured and shown in Table 3 . The inner structure with the same design diameter was measured five times on each cross section and each feature selected three cross sections to make the measured diameters more accurate. In addition, to make the trend clearer, the measured data was calculated by using the following equation.
W is the deviation between the measured data and design data, A is the measured data, and A0 is the design data.
The deviation between the measured data and design data were put in the line charts to make it easier to compare, as shown in Figure 5 . The square inner structure with a 1300-µm side length blocked by some powder, which was not melted in some places, was abandoned in this research. From Figure 4 , it was quite clear that the deviation between the first part of the first specimen and the design model ranged from 0 to 80 um, which was almost the same as the deviation between the second part of the second specimen and the design model. The deviation of the other two parts was, however, far worse when compared to these two parts. In another word, the first part printed by the first scanning strategy and the second part printed by the second scanning strategy were better compared to two other parts since the deviation between the design model and manufactured specimen of the inner structure was much smaller. To make an intuition comparison, the exact dimension of the two specimens, which were printed by the first two scanning strategies on the first part, was measured and shown in Table 3 . The inner structure with the same design diameter was measured five times on each cross section and each feature selected three cross sections to make the measured diameters more accurate. In addition, to make the trend clearer, the measured data was calculated by using the following equation. W is the deviation between the measured data and design data, A is the measured data, and A0 is the design data.
The deviation between the measured data and design data were put in the line charts to make it easier to compare, as shown in Figure 5 . The square inner structure with a 1300-µm side length blocked by some powder, which was not melted in some places, was abandoned in this research. From the line chart shown in Figure 5 , it can be found that the deviation of the first part printed by two scanning strategies showed a significant difference. The deviation of the first part printed by the first scanning strategy was at least two times smaller than that printed by the second strategy.
A similar work was also completed on the second part and the dimension of the two specimens was shown in Table 4 and Figure 6 . Figure 5 . Deviation between the measured and designed data of the two specimens on the first part.
From the line chart shown in Figure 5 , it can be found that the deviation of the first part printed by two scanning strategies showed a significant difference. The deviation of the first part printed by the first scanning strategy was at least two times smaller than that printed by the second strategy.
A similar work was also completed on the second part and the dimension of the two specimens was shown in Table 4 and Figure 6 . Figure 6 . Deviation between the measured and designed data of the two specimens on the second part.
From Figures 5 and 6 given above, a similar trend was found. Dimension of the features printed along the printing direction was more accurate than those printed vertical to the printing direction. This phenomenon was mainly caused by two reasons. The first reason was when the inner structure did not print along the scanning direction, laser has to on-off frequently, which was difficult to mode locking for the laser and it caused the frequency instability of the laser source [16] . The mode-locking of lasers resulted in the temperature instability on the powder and that was the reason why the inner Figure 6 . Deviation between the measured and designed data of the two specimens on the second part.
From Figures 5 and 6 given above, a similar trend was found. Dimension of the features printed along the printing direction was more accurate than those printed vertical to the printing direction. This phenomenon was mainly caused by two reasons. The first reason was when the inner structure did not print along the scanning direction, laser has to on-off frequently, which was difficult to mode locking for the laser and it caused the frequency instability of the laser source [16] . The mode-locking of lasers resulted in the temperature instability on the powder and that was the reason why the inner structure printing along the scanning direction showed a much better property than those printed vertical to the scanning direction. Another reason was the different temperature distribution caused by two different scanning strategies. To illustrate it better, finite element analysis (FEA) was taken to check the temperature distribution after a 0.1-second cooling. Because of the computational workload of ANSYS (Canonsburg, PA, USA), this paper selected the small-size specimen and adopts different grids for the substrate and the specimen to improve computational efficiency. First, the Solid70 thermal element in ANSYS was selected for meshing. The specimen size was 1 mm × 0.6 mm × 0.3 mm, the size of the square hole is 1 mm × 0.2 mm × 0.2 mm, the material of the powder was Ti6Al4V, and the mesh size was 0.05 mm × 0.05 mm × 0.05 mm. The material of the base plate was domestic brand TC4 (Shenzhen, China), and the size was 1.6 mm × 1 mm × 1 mm. The base plate was divided into upper and lower parts. The lower part adopted the larger grid and the mesh size was 0.2 mm to save calculation time. The upper part adopted free mesh to realize the transition of a hexahedron with different sizes.
Since Solid70 supported only one degree of freedom load application, and the powder bed surface convection, radiation and heat flux density of three kinds of load adopted the unit Surf152 surface effect.
Applying heat flux in the load at the same time, in the powder bed surface building heating unit applied thermal radiation, and to establish a space node powder absorbs heat coming from the bed surface, the conservation of energy was ensured.
The type of heat source used throughout the simulation was a Gaussian heat source, using APDL commands to achieve its loading. First, the temperature was set to room temperature and the steady state initial value analysis was carried out for the whole model. Then, according to the scanning strategy, the printing path was planned. The first scanning strategy vertical to the tunnel started with printing from the bottom left of the model and printing in the positive direction parallel to the x-axis. The second kind of scanning strategy, which was along the tunnel, was consistent with the first scanning strategy and printed along the positive direction parallel to the Z-axis, as shown in Figure 7 . Moreover, other process parameters were referenced in Table 2 . scanning strategy and printed along the positive direction parallel to the Z-axis, as shown in Figure  7 . Moreover, other process parameters were referenced in Table 2 .
(a) (b) Figure 7 . Distribution of the temperature field after scanning. The object on the left uses the scanning strategy printing along the feature (a) while the object on the right uses the scanning strategy-printing vertical to the feature (b). Figure 7a shows the distribution of the temperature field perpendicular to the Z-scan of the channel after 0.1 s is completed. The maximum temperature is 462.566 K, the minimum temperature is 414.815 K, and the temperature difference is 47.751 K. Figure 7b show the distribution of the temperature field parallel to the Z-scan of the channel after 0.1 s is completed, the maximum temperature is 514.224 K, the minimum temperature is 470.765 K, and the temperature difference is 43.459 K. It can be seen that the temperature difference is smaller after the scanning strategy is parallel to the channel. With a more uniform temperature distribution, surface tension caused by a Figure 7a shows the distribution of the temperature field perpendicular to the Z-scan of the channel after 0.1 s is completed. The maximum temperature is 462.566 K, the minimum temperature is 414.815 K, and the temperature difference is 47.751 K. Figure 7b show the distribution of the temperature field parallel to the Z-scan of the channel after 0.1 s is completed, the maximum temperature is 514.224 K, the minimum temperature is 470.765 K, and the temperature difference is 43.459 K. It can be seen that the temperature difference is smaller after the scanning strategy is parallel to the channel. With a more uniform temperature distribution, surface tension caused by a temperature difference of the molten pool decreases. Marangoni flow also decreases and reduces the stress concentration at the same time [17] . Moreover, the non-uniform temperature distribution leads to the accumulation of the powder, which also results in the dimensional deviation of the inner structure [18] . To further verify these, white light interference profilometry was taken to check the micro-topography on the edge of the inner structure on the side surface, as shown in Figure 8 . Figure 7a shows the distribution of the temperature field perpendicular to the Z-scan of the channel after 0.1 s is completed. The maximum temperature is 462.566 K, the minimum temperature is 414.815 K, and the temperature difference is 47.751 K. Figure 7b show the distribution of the temperature field parallel to the Z-scan of the channel after 0.1 s is completed, the maximum temperature is 514.224 K, the minimum temperature is 470.765 K, and the temperature difference is 43.459 K. It can be seen that the temperature difference is smaller after the scanning strategy is parallel to the channel. With a more uniform temperature distribution, surface tension caused by a temperature difference of the molten pool decreases. Marangoni flow also decreases and reduces the stress concentration at the same time [17] . Moreover, the non-uniform temperature distribution leads to the accumulation of the powder, which also results in the dimensional deviation of the inner structure [18] . To further verify these, white light interference profilometry was taken to check the micro-topography on the edge of the inner structure on the side surface, as shown in Figure 8 . A significant difference can be seen in these four micro-topography images. Powder accumulation can be clearly seen in Figure 8b ,c while the accumulation of the powder is far less serious on the inner structure shown in Figure 8a ,d. A similar trend can also be found in Figure 9 as the pits of the first part printed by the first scanning strategy (Figure 9a ) and second part printed by the second scanning strategy (Figure 9d ) are far less when compared with the pits of the second part printed by the first scanning strategy (Figure 9b ) and the first part printed by the second scanning strategy (Figure 9c ). This phenomenon conforms to the explanation given above.
Thus, the specimen printed along the inner structure shows a more uniform temperature distribution and ensures that the whole channel printing is more accurate, which will cause a dimensional inaccuracy of the inner structure. A significant difference can be seen in these four micro-topography images. Powder accumulation can be clearly seen in Figure 8b ,c while the accumulation of the powder is far less serious on the inner structure shown in Figure 8a ,d. A similar trend can also be found in Figure 9 as the pits of the first part printed by the first scanning strategy (Figure 9a ) and second part printed by the second scanning strategy (Figure 9d ) are far less when compared with the pits of the second part printed by the first scanning strategy (Figure 9b ) and the first part printed by the second scanning strategy (Figure 9c ). This phenomenon conforms to the explanation given above.
accumulation can be clearly seen in Figure 8b ,c while the accumulation of the powder is far less serious on the inner structure shown in Figure 8a,d . A similar trend can also be found in Figure 9 as the pits of the first part printed by the first scanning strategy (Figure 9a ) and second part printed by the second scanning strategy (Figure 9d ) are far less when compared with the pits of the second part printed by the first scanning strategy (Figure 9b ) and the first part printed by the second scanning strategy (Figure 9c ). This phenomenon conforms to the explanation given above.
Thus, the specimen printed along the inner structure shows a more uniform temperature distribution and ensures that the whole channel printing is more accurate, which will cause a dimensional inaccuracy of the inner structure. According to the experimental data, the scanning strategy was modified when printing the third specimen. All of the features on two parts were printed along the scanning path, which means the scanning strategy was changed when printing the two parts, as shown in Figure 1c . The accurate layer to change the scanning direction was calculated using the following equation. n = (0.5H/h) + 1 (2) n is the number of the layer to change its scanning direction, H is the thickness of the specimen, and h is the layer thickness set in the system. The measured dimension of the two parts are shown in Table 5 . In addition, the comparison of these three specimens was made part-by-part, which means that the three specimens were divided into two parts (the first part and the second part) separately. This makes it easier to compare the dimension accuracy of the printed specimens shown in Figure 10 . Thus, the specimen printed along the inner structure shows a more uniform temperature distribution and ensures that the whole channel printing is more accurate, which will cause a dimensional inaccuracy of the inner structure.
According to the experimental data, the scanning strategy was modified when printing the third specimen. All of the features on two parts were printed along the scanning path, which means the scanning strategy was changed when printing the two parts, as shown in Figure 1c . The accurate layer to change the scanning direction was calculated using the following equation.
n is the number of the layer to change its scanning direction, H is the thickness of the specimen, and h is the layer thickness set in the system. The measured dimension of the two parts are shown in Table 5 . In addition, the comparison of these three specimens was made part-by-part, which means that the three specimens were divided into two parts (the first part and the second part) separately. This makes it easier to compare the dimension accuracy of the printed specimens shown in Figure 10 . Figure 10 . Deviation of the three specimens on both the first and second part.
From the line chart given above, a conclusion can be drawn that the dimension accuracy of the printed inner structures is modified by using the new scanning strategy.
Conclusion
In this work, the relationship between the scanning strategy and dimension accuracy of the inner structure is studied and findings are:
(1) The inner structure printed along the scanning direction has a better accuracy than the printed vertical to the scanning direction on dimension accuracy. (2) The finite element analysis results show that the temperature distribution along the scanning direction is uniform when compared with the printing vertical to the scanning direction, which will cause a dimensional deviation during printing. (3) Combined with the results given above, a new scanning strategy is proposed and the experimental results show that the dimension accuracy of the inner structure printed by this scanning strategy performs better than those printed by the previous two scanning strategies. The deviation of the dimension between the design model and printed specimen is at least two times smaller when compared with the specimens printed using a one-direction scanning strategy.
Future Work: We will still focus on the quality of the inner structure and optimize accuracy using different methods. From the line chart given above, a conclusion can be drawn that the dimension accuracy of the printed inner structures is modified by using the new scanning strategy.
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